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General Description
Slim, low profile, easy mounting design. Luminaire sides are rugged cast
aluminum with integral, weather-tight LED driver compartments and high
performance aluminum heatsinks specifically designed for LED lighting
application. Pendant mount fixture is supplied with a 3/4" NPT stainless
steel pendant connection and single 5' cord out of the top of the pendant.
Longer cords available; consult factory. Includes bug/debris guard. Five year
limited warranty on fixture.

Electrical
Modular design accommodates varied lighting output from high brightness,
white, 6000K (+/- 500k per full fixture), minimum 75 CRI, long life LED
sources. 120-277V 50/60 Hz, Class 1 LED drivers are standard. 347-480V
50/60 Hz driver is optional. LED drivers have power factor >90% and THD
<20% of full load. Integral weather-tight electrical box for easy power
hook-up

Finish
Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer
with an ultra-durable silver powder topcoat, providing excellent resistance to
corrosion, ultraviolet degradation and abrasion. Bronze, black, white and
platinum bronze powder topcoats are also available. The finish is covered by
our 10 year limited warranty.

Labels
UL listed in the U.S. and Canada for wet locations and enclosure classified
IP66 per IEC 529. Fixture also available with CE listing. RoHS compliant.

Patents
US and international patents pending. Design patents/regs. granted and
pending. German 20 2007 013 623.4.
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Field-Installed Accessories

Isofootcandle plot of 6 light
bar Petroleum Symmetric
optic LED luminaire at 15'
A.F.G. Luminaire with
11,520 initial delivered
lumens operating at 350mA.
Initial FC at grade.
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Independent Testing
Laboratories certified test.
Report No. ITL 60663.
Candlepower distribution
curve of 6 light bar
luminaire with 11,520 initial
delivered lumens operating
at 350mA.
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Bird Spikes
XA-BRDSPK

18" Pendant Kit15

XA-CL18KIT

Leveler16

XA-PNDTLVL

12" Pendant Kit15

XA-CL12KIT
22" Pendant Kit15

XA-PS22KIT

Pendant Fitting
XA-PSFTG




