BLD-RBN-TS5-NA

Beta Catalog Number:

The Edge™ LED Bollard

Rev. Date: 02/08/08

(16&5“ )
5 mm
N -
0.8" J‘
(21 mm)
36.8"
(936 mm)
2]
. 08.9" -
(225 mm)
Product Housing Initial Delivered  LED Color Factory-Installed Options
Family  Indicator Optics  Mounting  Lumens (00’) Performance  Voltage Options  1f choosing more than one option. please type
' NA 010 LED-B UL BZ in manually on the lines provided above.
BLD  RBN Ts O EM-Emergency?
(120-277V OBK O F-F
Notes: Universal) OWH —ruse
otes: CUH SV [0 GFI-GFI Outlet?
(347-480V opPB O P-Photocell
Universal) O PL-Polycarbonate Lens
o2 O TL-Two-Level*
027 O TS-Tamperproof Screws
034

Field-Installed Accessories

Tamperproof

/ Screwdriver
OTPS-1

1-IESNA Type V distribution
2-Consult factory

3-120V only

General Description

Extruded aluminum housing fastens to a die-cast aluminum base with four
1/4"-20 flat heaad stainless steel screws. Standard cast aluminum top with
molded clear acrylic lens, polycarbonate lens available. Top mounted LEDs
for superior optical performance and light control. 5 year limited warranty
on fixture.

Electrical

Fixture lit by 18 W high brightness, cool white, 6000K, minimum 75 CRI,
long life LED sources. 120-277V 50/60 Hz, Class 1 LED drivers are stan-
dard. 347-480V 50/60 Hz driver is optional. LED drivers have power factor
>90% at full load.
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4-Consult TL spec sheet for two-level options

Finish

Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer
with an ultra-durable bronze powder topcoat, providing excellent resistance
to corrosion, ultraviolet degradation and abrasion. Silver, black, white and
platinum bronze powder topcoats are also available. The finish is covered by
our 10 year limited warranty.

Labels
UL listed for wet locations and enclosure classified IP65 per IEC 529 and
IEC 598.

Patents
Pending
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